
Video Recording

Vigilant™ Xstream Hybrid NVR propose une solution d’enregistrement 

parfaitement adaptée aux environnements de vidéo surveillance 

analogiques et IP. En combinant les capacités analogiques et IP dans 

une plateforme unique, les utilisateurs peuvent continuer d’exploiter 

le système analogique existant tout en implémentant la technologie 

vidéo sur IP la plus récente.

Performances H.264 élevées.

Xstream Hybrid NVR prend en charge jusqu’à 16 caméras analogiques, 

via la compression vidéo avancée H.264, pour offrir une qualité vidéo 

supérieure tout en maintenant une bande passante et une capacité 

de stockage largement inférieures à celles des autres systèmes. 

Grâce à sa capacité de stockage de 4 To et une baie facilement 

remplaçable, Xstream Hybrid NVR offre une solution rentable, simple 

à utiliser et d’une flexibilité inégalée.

L’enregistreur vidéo réseau hybride de Vigilant peut être utilisé 

comme solution d’entreprise évolutive ou peut surveiller les différents 

sites distants, grâce au serveur de passerelle distant intégré (RGS). 

Le centre de contrôle Vigilant NetView™ fonctionne en continu avec 

Xstream Hybrid NVR pour prendre en charge les centres multisite et 

multicontrôle, sur un réseau de bande passante limitée.

Caractéristiques

 Conservation des investissements en caméras analogiques.

 Transition simple et transparente au monde IP.

 Surmonter les contraintes liées à la bande passante pour une 

surveillance de site à distance.

 Modulaire et évolutif.

 Solution rentable.

Xstream™ Hybrid NVR
Simplification de la transition à la surveillance IP

Xstream Hybrid NVR

www.vglnt.com

Vue arrière du panneau de Vigilant Xstream Hyrid NVR. 

Caractéristiques techniques 
 Architecture modulaire conçue pour éviter tout risque de 

défaillance.

 Résolution élevée, 4 CIF/D1 en temps réel, par caméra 

analogique.

 Fonctionnalité de stockage intégrée RAID-0 jusqu’à 4 To.

 Canal audio pour chaque entrée vidéo.

 Compression avancée à débit binaire variable MPEG4/H.264.

 Protection vidéo à tatouage numérique.

 Interface d’utilisateur graphique simple, basée sur les commandes 

glisser-déplacer, pour une navigation plus conviviale.

 intégration aux principaux partenaires technologiques de 

périphérique IP de tierce partie.

 Prise en charge d’une large place de mégapixels y compris des 

capacités numériques PTZ.
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Model Description

720-01020/21 D1 Full Rate - 8 analog Channels input Recording Unit with integrated 2000GB/4000GB Raid-0 storage unit.

720-01030/31 D1 Full Rate - 16 analog Channels Recording Unit with integrated 2000GB/4000GB Raid-0 storage unit

720-01060/61 8 IP channels licensing included with 2000GB/4000GB Internal Storage.

720-01000 Xstream Hybrid 8 channel IP software license add-on

720-06086 RGS license Add-on - Remote Gateway Server (SW only), platform limit RGS for 5 output video streams. 

* All technical specifications are subject to change without prior notice.

General Specification
Form Factor 3U (server and storage)

Video and Audio Inputs
Video Input (IP/analog) Up to 16 
Analog Input (Pal/NTSC) 16 Cameras
Standards NTSC/PAL/Ethernet IP

Video Specifications
Analog Resolution & FPS PAL Scalable from QCIF (176c144) to D1 (720x576) up to 25 fps
Analog Resolution & FPS NTSC Scalable from QCIF (176x120) to D1 (720x480) up to 30 fps
Analog Compression Format H. 264

IP Resolution CIF/2CIF/4CIF/D1, 1.3 / 2 / 3 / 5 megapixel resolution, 720P / 1080P HD resolutions

IP Compression Format H.264/MPEG-4
Bandwidth Configurable between 256 Kbps and 5 Mbps

Audio
Input 16 audio input, 0.01V ~ 3.3V (p-p)
Compression Format PCM, 16Bit, MPEG-1 Layer II

Additional Features
Digital Input/Output 16/16 channel
Serial Port RS-485/232C

Communications
Network 10/100Base-T

Protocol
TCP/IP, UDP/IP, HTTP, RTSP, RTCP, RTP/UDP, RTP/TCP, SNTP, mDNS, UPnP, SMTP, SOCK, IGMP, DHCP, FTP, DDNS, PPPoE, SSL v2/v3, 
IEEE 802.1X, SNMP, SSH, and IPv6

Processor
Processor Type (minimal spec) Intel Pentium Dual Core 2.6GHz800MHz Processor

Physical and Electrical
Dimensions 423 (W) x 133 (H) x 310 (D) mm
Weight (approx) 15 KG
Power Supply 100-240V 50/60Hz AC @ 220W

Operating System Windows XP

Environmental
Operating Temperature 50º to 95º F / 10º to 35º C

Operating Humidity Up to 85% RH (non-condensing)

Storage
Type Raid-0
Storage Size Up to 4 TB

Certifications
FCC, CE, TUV

Management Software
ViewStation/ NetView Lite/ NetView Control Center


